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B ABSTRACT

‘This report presents the results of an investigation to deter-
mine if the chain ignition hazards associated with the stowage of

BULLPUP'ASM-N-7a prepackaged  liquid-propellant engines and BULLPUP -

ASM-N-7 solid-propellant motors in a common magazine exceeds to a
significant degree, the chain ignition hazards involved in the
stowage of either unit separately.

From the results of this investigation it is.concluded that
~chain ignition is no more likely to occur in the stowage of
liquid-propellant BULLPUP ASM-N-7a and solid-propellant BULLPUP
ASM-N-7 units in a common magazine, to the extent of placing units
on the same stanchions at random, than with comparable segregated
stowage of liquid- or solid-propellant units. Critical safety
measures which must be taken are to insure that the initiator
opening of the liquid-propellant engine be closed at all times,
either by means of the initiator or the shipping plug and that
radequate restraint be provided for propulsive liquid-propellant
engines. . : ‘
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-FOREWORD
" This is a partial report on a program conducted jointly under

BUWEPS Task Assignment RM3754-001/210-1/W024-00-004 of 10 April 1962
and BUSHIPS Allotment No. 107 BPN-70 of 22 June 1962.

This report was reviewed by the following persons of the Wea-
pons Development and Evaluation Laboratory:

S. H. McEIROY, Head, Engineering Branch
D. C. SLOAN, Armament Division Englneer
D. W. STONER Director

APPROVED FOR RELEASE:

/s/ R. H. LYDDANE
Technical Di:ector
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INTRODUCTION

A The Naval Weapons Laboratory was requested jointly by the
Rureau of Naval Weanons {Section RSWI)., and the Burcau of Ships
(Code 603) to conduct an 1nvest1gatlon to determine whether or
not BULLPUP ASM-N-7a prepackaged liquid-propellant engines and
BULLPUP ASM-N-7 solid-propellant motors are compatible for
stowage in a common magazine. It is planmned that BULLPUP liquid- -
propellant engines and solid-propellant motors will both be in
fleet use during an extended conversion period commencing in
mid-summer of 1962. Safety regulations existing prior to this
conversion would prohibit integrated stowage of the unlike units;
however, for logistic reasons it is felt that it may become neces-
sary (or at least desirable) that both kinds be stowed together in

the same magazine.

"Compatlblllty" as used herein, implies that the chain igni-
tion hazards associated with stowage of the two dissimilar kinds
of units in the same magazine will not exceed, to any significant
degree, the chain ignition hazards involved in the stowage of
either unit separately.

In considering the conflagration of propellant components
within a missile magazine, two separate conflagration phases are
conceivable; the ignition of one or more propellant components
initially, and the subsequent ignition (or chain ignition) of
other propellant components not involved initially but which
results from the primary ignition. The various possible means
of obtaining initial accidental ignitions were not investigated;
it was simply assumed that accidental initial ignitions are
possible in the day-to-day activity in and around magazine areas
and weapon check-out spaces and by such ever-present possibilities
as the collision of ships and shipboard fires. It should be noted
that numerous efforts are being made, or have been made to reduce
the likelihood of primary ignitions. These include the reduction
of the susceptibility of initiation by electromagnetic radiation
or static electricity, the establishment of handling and checkout
safety procedures, the selective location of the magazine and
careful attention to structural aspects of its design.

As mentioned, chain ignitions are those that occur subsequent
to initial accidental ignitions. They may occur as a result of an
;ncrease in the general magazine temperature or by the impingement
of high velocity, high temperature gases on an adjacent unit,
€ither directly from unit-to- unlt or by reflection from a bulkhead
or other structure.

1 " CONFIDENTIAL
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Extensive efforts have been conducted at the Naval Weapons
Laboratory during the past six years to devise measures which will
prevent the occurrance of chain ignition of solid-propellant motors
and liquid-propellant engines stowed separately in magazines.
Numerous systems have been developed to prevent the chain ignitions,
whether the "donor'" motors are expected to burn propulsively or
nonpropulsively. These systems include magazine sprinkling, water
injection, magazine venting, plenum chamber and ducts, shielding,
and protective closures and containers. In addition to these mea-
sures, consideration is normally given to the geometrical arrange-
ment of the stowed units within a magazine and to the segregation
of unlike propellants.

In planning the compatibility investigation, it was assumed
that at least the following minimum safety systems and equipment
would apply to integrated stowage: '

a. Magazines used for mixed stowage would meet all require-
ments for protective devices and damage control equipment currently
‘applicable to solid-propellant rocket motor magazines and in addi-
tion would meet all such requirements currently applicable to
magazines in which liquid-propellant rocket engines are stowed.

b. Only production motors and engines of designs which have
satisfactorily passed qualification tests pertaining to safety
features would be subjected to mixed stowage. (Note: A publica-
tion, "Minimum Safety Criteria for Liquid-propellant Engines" is
now under preparation by NWL, Dahlgren. These criteria should be
fully met to minimize the hazard of liquid-~ propellant engines in
magazine stowage.)

c. Solid-propellant rocket motors would be equipped with
thrust neutrallzers (nonpropulslve attanhrcuLo} while in mixed
stowage.

d. Initiators would not be installed in liquid-propellant
rocket engines prior to stowage in a magazine, and the initiator
opening would be plugged.

e. Liquid-propellant rocket engines would be provided with

leak-indicating coatings, or equivalent means of detecting
leakers at an early stage.

2 CONFIDENTIAL
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A It was decided that insofar as possible, standards for decid-
ing whether integration is permissible would be established prior
to the investigation; so that data from the investigation could be
evaluated directly with respect to such standards. Approprléte
standards were outlined in general in reference (a) and in more

-detall in reference (b)

These references also prescribed that the stowage of liquid-
and soiid-propellants in a common magazine would be considered in
at least two stages as follows:

. a. .Unlike propuléion units would be separated as far'és.
possible (placed at opposite ends of a magazine) with a flame
shield (portable bulkhead) provided between unlike units.

b. , If integrated stowage proved acceptable to the extent

defined in a. above, then complete integration (”l“_d locading on
the same stanchions) would be considered.

DESCRIPTION OF TEST MATERTAL

Motors

The BULLFUP ASM-N-7 rocket motor Mk 8 Mod 1 has a cast double
base solid-propellant and delivers 8,500 pounds of thrust over a
burning time of 2.5 seconds at 77°F. This motor has a one-half
inch aluminum shroud to which the wings are attached .and a thin
steel shroud that covers the nozzle and houses the tracking flares.
The motor including the nozzle is 40 47" 1ong, 12" in diameter and
weighs 200.3 pounds.

The motor is stowed in the deep stowagé magazine assembled
with an igniter and a nonpropulsive attachment (NPA), a device

‘that attaches to the motor case and neutralizes the motor thrust

by discharging the gases radially in a 360° peripheral'plane The
NPA is attached to the nozzle when the motor is shipped, handled,
or stowed with the igniter installed.

Engines

The BULLPUP ASM-N-7a prepackaged liquid-propellant rocket
engine XIR58-RM-2 delivers 12,000 pounds of thrust over a burning
time of 2.04 seconds at 60°F. The liquid-propellants are the
oxidizer, inhibited red fuming nitric acid (IRFNA), and a mixed

3 CONFIDENTTAL
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amine fuel (MAF-1), which are hypergolic (self-igniting upon mix-
ing). It is necessary, therefore to keep the propellants separated
until combustion is desired. A solid-propellant pressurizing grain
when ignited, provides the pressure required to deliver the fuel
and oxidizer to the thrust chamber. This engine is an integral

- unit of aluminum alloy construction with no separate engine shroud;
however, there is a separate aluminum shroud for the nozzle. The
engine including the wvsouzzle is 40.47" long, 12" in diameter and

weighs 200.7 pounds.

The engine is stowed without a nonpropulsive attachment and
with a dummy initiator of the side insertable type, which is not
replaced with a live initiator until the launch aircraft is ready.

for takeoff.

Warhead

To provide information on the all-up stowage configuration
which is planned for the future, an empty warhead case was instru-
mented with five thermocouples and then filled with wax and
included in the test arrangement in most of the tests. The war-
head case used was an EX 29 Mod 3 from a BULLPUP ASM-N-7a, and in
these tests it was held in the center section of the missile by
means of bomb chocks. The center section is 44.97" long and
12" in diameter and the warhead case was held in the center sec-
tion in the same position as a warhead would be in all-up
stowage.

DESCRIPTION OF TEST EQUIPMENT .

Magazine

The simulated magazine used in the investigation was the NWL
cylindrical chamber which is 22.0 feet in diameter at the base,
21.0 feet in diameter at the top, 8.5 feet in height, and has a
volume of 2770 cubic feet. The sides are of 6.75 inch armor plate
and the base and the top are of 4 inch armor plate. Appendix A,
Figure 1 is an exterior view of this simulated magazine. -

Sprinkling System

In accordance with the>approach outlined in reference (b) an
operative sprinkling system was not used in this investigation;
however, temperature data were analyzed with respect to the effect
an operative sprinkling system would have had, allowing a2 15 second
actuation time from first rise of magazine temperature to full flow.

4 CONFIDENTIAL
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Venting System

A magazine venting area of 12 square feet (3' x 4') was pro-
vided. This area was covered by a steel plate which had a second
vent of 4 square feet (2% x 2') in the center of it, which was in
turn covered by a steel plate. Both plates were held in place by
bolts designed to rupture and release the vent cover plates at
" magazine pressures of 20 to 30 psi. '

.Modular Stowage System

,”:A portion of a modular dunnage system was installed in the
magazine, the equipment and arrangement being similar to BUSHIPS
Plan No. 702-1902700, Rev. D and including four deck tracks, four
overhead tracks, four aluminum stanchions and eight bracket and
strap assemblies. A 3/16" thick steel bulkhead, to serve as a
flame shield, was provided in all tests and was installed 14" aft
of the nozzles of the stowed units. In the tests of the solid-
propellant motor, the nonpropulsive attachment (NPA) extended into
this 14" clearance. Because the BULLPUP liquid-propcllant engine
‘is stowed propulsively, additional restraining devices were pro-
vided. ' ' '

Instrumentation

Instrumentation was provided to record temperatures and pres-
sures in the magazine. Temperatures were also measured in the
solid-propellant motor, the liquid-propellant engine, and the war-
head at the places designated in Figure 2 and Table 1 of
Appendix B. Motion pictures and still photographs were taken
before, during and after each test. Thrust measurements were
made in one test. :

Spill Arrangement

The spill arrangement used in some of the tests to induce
hypergolic fires consisted of two platforms on which aluminum cans,
11 inches in diameter and 33 inches tall were attached, with one
can containing 28.6 1lbs of MAF-1, the other 83.5 lbs of IRFNA.

The platforms were hinged at one side so they would swing down and
spill the liquids on the deck. A 2" orifice was cut in the lid of
each can in order to obtain the desired spill rate, and a section
of aluminum pipe was welded into each orifice and fitted with a
-cap that was removed just prior to commencing the tests. Wire
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cables coupled to an explosive bolt or solenoid release mechanism
were connected to each platform to keep it level prior to release.
Initiation of an electric current separated the bolt or tripped
the solenoid, permitting the platform to swxng down and dump the
contents of the cans together.

This same set-up was also used during three tests to simulate
a leaking liquid-propellant engine; in these tests, instead of
being spilled together, the liquids were spilled into separate con-
tainers which had holes in the underside of proper size to obtain
the desired leakage rate. )

PROCEDURE, RESULTS AND DISCUSSION

The procedure followed in the investigation is presented in
detail in'reference (b). Test conditions and results are given
“below, the test designations being the same as those of refer-
ence (b).

Series A Tests

In these tests it was desired to determine primarily whether
motors and engines are compatible for stowage in the same maga-
zine when segregated into like groups and separated by a flame
shield.

Tests A—l-giiﬁ; c

These initial tests were designed to accomplish the following:

a. To determine whether a liquid-propellant engine will
ignite if subjected to the environment of & representative iiquid-
propellant casualty condition. '

b. If ignition oécurs, to determine:

(1) the nature of burning,

(2) the effects of burning on another 11qu1d propgllant
engine and,

(3) the effect on a solid-propellant motor and a missile
warhead. '

6 o CONFIDENTIAL
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Test A-1l-a (Conducted 27 April 1962)

Two liquid-propellant engines, one solid-propellant motor, one
wax filled simulated warhead and one flame shield were arranged as
"indicated in Appendix C, Figures 3 and 4. In this and subsequent
tests, the propellants were spilled during 15 seconds into a tray
- under a liquid-propellant engine (this engine is considered to be
the active unit), with the distance from the deck to the underside
of the active unit being 20", the same as from the deck to the
second level of the modular stowage system. In this test, the
engine was stowed in the same manner as normally aboard ship; i.e.,
propulsive with dummy initiator installed. The active unit was set
in a special stand so that thrust could be measured by a load cell
if ignition occurred

Results

Fuel and oxidizer ignited on contact and burned. The active
engine did not ignite, but the nozzlz shroud was partially eroded
and the paint on the engine was discolored. The passive units were
slightliy discolored by flame and heat but did not approach ignition
or cook-off temperature. Magazine pressure was not sufficient to
dislodge the vent cover, but heat damaged the nylon tie-down straps,
and charred the plastisol coating on the motor holding brackets.
Damage to the aluminum stanchions was negligible. The results of
this test are presented in Appendix D, Figure 15 and Table 2.

Test A-1-b (Conducted 1 May 1962)

The set-up for this test was identical to test A-l-a except
that the dummy initiator was removed. This change was originally
not included in reference (b) but was suggcsited following
test A-1-a because it was reasoned that this condition would be
possible following the return of an engine to the magazine from
ready service. To increase the severity of this test the initiator
opening was not plugged and was faced downward toward the burning
propellants. The set-up is pictured in Appendix C, Figures 5
and 6. :

Results

The spillage fire burned for 2.69 seconds before the active
~engine over the spillage area ignited and burned semi-propulsively,
venting from both the nozzle and initiator openings for 2.3 seconds
. and developing a maximum thrust of 4100 lbs as compared to a normal
thrust of 12,000 1bs.

7 ) CONFIDENTIAL
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Motion pictures of the magazine showed sufficient displace-
ment of the overhead to allow the modular stowage stanchions to be

iifted out of the deck tracks and to permit the blast from the

burning engine to cause the passive units to be blown, with the
stanchions and the bulkhead, away from the active unit. These units
were only slightly damaged and did not ignite. The results of this
test are presented in Appendix D, Figures 16, 17 and 18 and

Table 2.

Test A-l-c (Conducted 11 May 1962)

This test was conducted with an empty engine containing a live
initiator as the active unit because ‘it was reasoned that it would
be possible for a live initiator to be left in an engine on return
of an engine to the magazine from ready service. This engine was
placed so that it would be over the fire resulting from a spillage
of propellants (15 seconds spill duration) as in tests A-l-a and
A-1-b. No passive units were included in this test. The set-up is
pictured in Appendix C, Figure 7.

Results

The 1live initiator iﬁ the inert active engine did not cook-off.
The results of this test are presented in Appendlx D ~Figure 19 ‘and
Table 2.

Discussion

Results of the A-1 series of tests indicated that the following
can be expected with integrated stowage:

a. An engine stowed with the initiator opening plugged, either
by the shipping plug or the initiator, prcbably will not igaite if
subjected to a hypergolic fire resultlng from the splllage of the
propellants from another engine.

b. An engine that has been returned to the magazine and
stowed with the initiator opening unplugged, probably will ignite
if it is within a hypergolic fire, but if ignited in this way, it
will not burn in a fully propulsive manner since it will exhaust
from the initiator opening as well as the nozzle.

c. An ignited engine will not cause chain ignition of other

liquid- and solid-propellant units if direct flame impingement is
prevented by a suitable flame shield.

8 CONFIDENTIAL




CONFIDENTIAL NWL. REPORT NO. 1832

d. The employment of a sprinkler system in the magazine would
not have influenced the results of the tests of this series. For
example, in tests A-l-a, and A-l-c chain ignition did not occur cven
in the absence of a sprinkling system. In test A-1-b chain ignition
occurred in a time interval shorter than the normal time for water
to begin flowing from a sprinkling system.

- Tests A-2-a, b

These tests were designed to:

~a. determine whether a solid-propellant motor will'ignite if
subjected to the enviromment of a representative casualty of a '
liquid-propellant engine,

b. determine the nature of burning if such ignition of the
"motor occurs and,

c. determine the effects of this burning {should ignition
occur) on a liquid-propellant engine, a second solid-propellant
motor and a missile warhead, all separated from the first motor by
a flame shield. :

Test A-2-a (Conducted 15 May 1962)

Two solid-propellant motors, one liquid-propellant engine, and
one wax filled simulated warhead were arranged as indicated in
Appendix C, Figure 8. A heat environment was created by the
simultaneous spillage {15 seconds spillage duration) of fuel and
oxidizer into a tray under an active solid~propellant motor. The
make-up of this motor was the same as it would have been aboard
ship, i.e., it included a live igniter and a nonpropulsive attach-
‘ment.

Results

The active motor did not ignite and other than the paint being
.slightly charred, was not damaged. ' The passive units did not ignite
and neither the active unit nor the passive units approached
cook-off temperature. Magazine pressure was not suificient to dis-
lodge the vent cover. The results of this test are presented in
Appendix D, Figure 20 and Table 2.

9 CONFIDENTIAL
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Test A-2-b (Conducted 16 May 1962)

The set-up for this test was identical to test A-2-a; but in
this test the active unit was electrically ignited so that the
effects of a burning solid-propellant motor on the passive units
could be compared with the effects of a burming liquid-propellant
engine on comparable passive units as determined in test A-1-b.

The active unit was ignited 3.6 seconds after the start of spillage
of fuel and oxidizer (this was done to maintain the same time inter-
val between spillage and ignition of a liquid-propellant engine as
in test A-1-b). The set-up is shown in Appendix C, Figure 9.

Results’

The passive units did not approach cook-off temperature and
were not damaged other than blistering of the paint on the nozzle .
shroud of. the liquid-propellant engine and some discoloring of the
paint on all the units. The results of this test are presented in
Appendlx D, Flgures 21 and 22 and Table 2.

Discussion

Results of the A-2 series tests indicated that the following
can be expected with integrated stowage:

- a. A solid-propellant motor is not 1ike1y to ignite if sub-
jected to a hypergolic fire resulting from the spillage of pro-
pellant from a liquid-propellant engine.

b. If the solid-propellant motor should ignite, passive units
protected by a steel flame shield are not likely to be ignited.

c¢. The use of a magazine sprinkling swvstem would give further
assurance of preventing ignition of the passive units. The rccorded
maximum temperatures of the passive units, in both tests, occurred
considerably after 15 seconds from the origin of the spillage, and
with a normal sprinkling system, which operates within 15 seconds,
the maximum temperatures would have been considerably lower.

Series B Tests

The tests in Series A were reviewed at a conference called by
BUWEPS on 21 May 1962 during which it was decided that there was
sufficient evidence to recommend that unlike units be stowed in the
same magazine provided flame shields were placed between unlike

10 CONFIDENTIAL
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units. It was agreed to continue the investigation by commencing
another 'series of tests, designed to determine whether solid-
propellant motors and liquid-propellant engines could be stowed
together on the same stanchions, and to modify the first two tests
of Series B of reference (b) as described below:

Test B-l-a (Mod) (Conducted 29 May 1962)

To observe the effects of a burning liquid-propellant engine
on another liquid-propellant engine and a solid—propellant motor
under the closest stowage conditions, i.e., on the same stanchions,
passive units would be subjected to the exhaust gases of an active
unit reflected from a flame shield. g

Two liquid-propellant engines and one solid-propellant motor
containing a partial grain (4" segment in the after end) were
arranged as indicated in Appendix C, Figure 10. The active engine
was electrically ignited and burned normally. : '

Results

The paint on the passive units was generally discolored and
burned off at the nozzle ends, and the nylon tie-down straps were
burned through; however, the passive units did not ignite, were not
otherwise damaged, and did not approach cook-off temperature. The
3/16" steel flame shield, 14" to the rear of the unit, was warped
by the blast from the active liquid-~propellant engine but was not
burned through. The results of this test are presented in
Appendix D, Figures 23 and 24 and Table 2.

It should be noted that under service conditions the -stanchions
and tie-down straps would not have restrained the propulsively burn-
ing liquid-propellant engine. This was anticipated prior to the
test and the additional restraining structure shown in Figure 10 was

provided for this purpose.

Either adequate restraining structures or some-means of
reducing the thrust level are necessary for service stowage of

liquid-propellant engines.
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Test B-2-a Gﬁod) (Conducted 5 June 1962)

To determine what effects a burning solid-propellant motor
would have on another solid-propellant motor and a liquid--
-propellant engine, at the closest stowage conditions, i.e., on

the same stanchions, passive units were subjected to the exhaust
gases discharged from the nonpropulsive attachment (NPA) of the

active un1t -

Two solid-precpellant motors and one liquid-propellant engine
were arranged as indicated in Appendix C, Figure 11. The passive
solid-propellant motor in this test contained only a partlal grain
(4" grain segment in the after end).

Results

The nozzle shroud of the passive liquid-propellant engine
was burned completely off, the nozzle shroud of the lower
solid-propellant passive unit was burned almost entirely off,
and the nonpropulsive attachment (NPA) closure band was dis-
lodged; however, the two passive units did not approach ignition
or cook-off temperature. Only one nylon tie-down strap was used
in this test and it burmed through. The results of this test
are presented in Appendix D, Figures 25, 26 and 27, and Table 2.

Discussion

Results of the series B-1 and B-2 tests indicated that the
following can be expected with integrated stowage:’

a. If either a liquid or a solid propellant unit in a
tier of units that are attached to modular stowsge stanchions
becomes ignited, it probably will not cause chain ignition of
other liquid- or solid—propellant units on the same stanchions.

b. The employment of a typical magaZLne sprinkling system
should not influence the probability of chain ignition, since
in these tests, chain ignitions were not experienced and heating
of propellants in passive units was not serious, even without

the protection afforded by such a system.
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- Tests B-B-a, b

These tests were designed to determine:

a. the effect of the simultaneous leakage of propellants at
various leakage rates directly on a solid-propellant motor and,

b. the effect of the environment created by such leakage on
a passive liquid-propellant engine and a wax filled simulated
warhead.

Test B-3-a (Conducted on 12 June 1962)

A solid-propellant motor, a liquid-propellant engine, a wax
filled simulated warhead and an arrangement designed to simulate
a leaking liquid-propellant engine, at a rate of one normal
quantity of the propellants in 15 minutes, were arranged as
indicated in Appendix C, Figure 12. The test was initiated by
allow1ng the propellants to leak directly ontc the solid-
propellant motor.

Results

Neither of the passive units ignited, and although the
solid-propellant motor, positioned directly under the leaking
dummy engine, developed outer case surface temperatures in the
order of 1600°F, only a small rise in grain temperature occurred.
Likewise, the liquid-propellant engine developed high tempera-
tures on the surface of the case but only a small temperature
rise occurred in the propellants. The warhead was damaged on
its underside by the fire, but the temperature rise of the wax.
filler was only 50 to 60°F. All maximum temperatures recorded,
with the exception of external case temperatures, were reached
after approximately 10 to 25 minutes. The results of this test
are presented in Appendix D, Figure 28 and Table 2.

Test B-3-b (Conducted 13 June 1962)

The set-up and procedure in this test were identical to
test B-3-a except that the leakage rate was increased to omne
normal quantity of the propellants in one minute. The .set-up is
pictured in Appendlx C, Figure 13.
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Results

'The exterior or case temperatures of the passive units were
similar to those recorded in test A-3-a; however, the interior
‘temperatures were less than those recorded in that test, with
maximum interior temperatures being reached after approximately
six minutes. The results of this test are presented in
Appendix D, Figure 29 and Table 2.

Test B-3-b-1 (Conducted 29 June 1962)

.Sufficient time and hardware remained after the test B-3-b
to conduct another test, and it was decided to repeat test B-3-b
with dummy passive units, which permitted instrumenting to a
greater extent than possible with live units. Water was substi-
tuted for the fuel and oxidizer in the tanks of the liquid-
propellaht engine, and thermocouples were positioned in each
tank. Thermocouples were positioned also at both ends of a
dummy grain in the solid-propellant motor. The set-up is
pictured in Appendix C, Figure 14. ' ‘

Results

The temperatures recorded on the case of the passive unit
were less than those recorded in tests B-3-a and B-3-b because
the Pyrolock insulation on the thermocouple junctions was not
burned away to the extent experienced in the previous two tests.
The interior temperatures were not as high in this test as they
were in tést B-3-a, although they were higher than the tempera-
tures recorded in test B-3-b.

The results of this test are presented in Appendix D,
Figure 30 and Table 2.

Discussion.

Results of the B-3 series of tests indicated that the follow-
ing can be expected with integrated stowage: :

a. A liquid-propellant engine leaking both fuel and oxidizer
simultaneously at the rate of one normal quantity in 15 minutes or
less, probably will not create an environment of sufficient
severity to cause chain ignition of other propellant or explosive
units within the environment. ‘ .
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b. The action of a magazine sprinkling system would have o
significant effect in increasing the probability that no chain
ignition or cook-off would occur since at 15 scconds (approximaiely)
after burning commenced, magazine temperatures would be reduced
significantly by the effect of water flow and the burning would
probably cease.

CONCLUSIONS

A comparison of the results of these tests with the standards
prescribed in reference (b) indicates the stowage of liquid~ ~
propellant BULLPUP AS}M-N-~7a and solid-propellant BULLFPUP ASM-N--7
‘units in a common magazine; to the extent of placing units on the
same stanchions at random, to be no more hazardous than comparablc
segregated stowage of liquid~ or solid-propellant units. Critical
safety measures which must be taken are to insure that the
initiator opening of the llquld—propellant engine -be closed at all
times, either by means of the initiator or the shipping plug, and
that adequate restraint be prov1ded for propulsive liquid~propellant
engines.

REFERENCES

(a) NWL, Dahlgren ltr WX:HSO: cmf 8800/S of 13 February 1962
(b) VWL Tech Memo No. W-~-5/62

15 CONTIDENTIAL




APPENDIX A




IR R
bnr.\..lu

N

(i1

CO6T TTady L2

T «:

,xh.s

.npnop_%pﬂHﬂAwpmmﬁoo.mmmuq:m J0I posn o:ﬁmmmmsmw@pmﬂzﬁﬂm Jo ydeadojoyg

; &w\,

,&\. I

e e

e e e s me

¢~ NlhmA m

oo




APPENDIX B



LN D ——

S1S3L 1V MED3BN FUSM SNGELYIOT 3TN DA ARG IV LON *J10N

V—
RN
(VENON
[CECTELY Y @ \
\ @
B 3
v v-v NOILDIS
_ 3IV4HNS
30v4 NivdO MOvaQ @ /@
hY A _@380> Nived
J \\\
ar10s \ Tk ;U3 LINDI
_ﬁ/
NOISNILX3 312Z0NGE ND30va NvEO INOY4
3OV4HNS | —————340D NIVHO ONIZIYNSS3dd
7 |
) H—@Du3LS008 HILINOI
MNVL 13n3@)  YNVL 4320%0Q) 7 QUOLVILIN

30V4 NIVHD ONIRIMNSS3Hd (L

STIANCOOWEIHL 40 CGN NOILISQd 7 NOLLYIOT
dNdTINg LNVTI3d0dd dros 3 dindil

S1S31 AL34VS INIZVOVA

VILNADINOD




CONFIDENTIAL NWL _REPORT NO. 1832

TABLE 1 SUMMARY OF INSTRUMENTATION PROCEDURE

(1) Pressure

Ma0321ne pressure was recorded at the overhead of the
magazine dlrectly above the active unit.

(2) Temperatures

All temperatures were recorded by galvanometer oscillo-
graph with thermocouples at the following locations:

(a) Magazine Temperature
Magazine temperature was recorded at the same loca-
tion on the overhead of the magazine as the magazine pressure and

in the overhead above the passive units in tests in which a flame
shield separated them. '

(b) Liquid-Propellant Engine Temperatures

Thermocouple No. 1 was located on the after faée of

the igniter.

Thermocouple No. 2 was located on the core of the
pressurizing grain and was secured to the grain.

Thermocouple No. 3 was located on the outer case
surface at the IRFNA tank. This thermocouple was insulated from

-the air with Pyrolock.

Thermocouple No. 4 was located on *he outer case
surface at the MAF-1 tank. This thermocouple was insulated from
the air with Pyrolock. ’

Thermocouple No. 5 was located in the nozzle throat
of the engine behind the plastic moisture seal. (The. moisture
seal is a small. cup-shaped plug which fits into the nozzle,)

.Thermocouple No. 6 was 1ocated on the tlp.Of the
live initiator and was used only in test A-l-c.

Thermocouple No. 7 was located on the face of the
grain at the forward end.
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Thermocouple No. 8 was located in the oxidizer tank
of a dummy used in test B-3-b-1l. The oxidizer tank contained
water.

__Thefmocouple No. 9 was located in the fuel tank of a
dummy used in test B-3-b-1. The fuel tank contained water.

(c) Solid-Propellant Motor Temperature

Thermocouple No. 1 was located on the after surface
of the igniter facing the grain.

T - Thermocouple No. 2 was located in the core of the
grain and was secured to the grain. ' '

. Thermocouples Nos. 3 and 4 were located on the outer
case surface of the motor. These thermocouples were one foot ’
apart and No. 3 was forward of No. 4. These thermocouples were
insulated from the air with Pyrolock.

Thermocouple No. 5 was located on the outside of the
nozzle extension of the motor. The nozzle extension is the
threaded 1lip on the after end into which the nozzle or the non-
propulsive attachment {(NPA) screws. This thermocouple was on the
surface but was not insulated from the air. In test B-3-b-luanobther
" thermocouple was located next to this one and insulated from the ’
air with Pyrolock to determine the effect of insulation on the
temperature recorded in this region.

A Thermocouple No. 6 was located on the after end of
the grain. This thermocouple was included only in tests involv-
ing a solid-propellant motor with a partial grain. This area
could not be instrumented in tests using a soiid~propellant motor
with a complete grain.

Thermocouple No. 7 was located on the forward end of

the grain.

(d) Wax-Filled Simulated Warhead Temperatures

Thermocouple No. 1 was located on the inside surface
of the warhead case at the nose. :

"Thermocouples Nos. 2, 3., and 4 were located on the
inside "surface of the warhead case at 120° intervals around the
periphery at a section midway between nose and base.
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Thermocouple No. 5 was located on the inside face of
the base plug which was installed where the fuse would normally
be in a live unit.

(3) Thrust

Thrust was measured with a load cell positioned forward
of the active unit in tests A-l-a and A-1-b. Thrust was measured
in test A-1l-b when the active unit ignited.

{(4) Time of Vent Cover Release

In all tests a break wire was attached to each vent cover
in order to record when the vent covers released.

+
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PHD-893873-5-62 Figure 16 1 oy 1962
Test A-1-b, View of active liquid-propellant engine ard bull-head
after test, DMagazine pressurec was sulficient to raise the overhead
ard breal the angle irons tw vhich the bullhead was welded, The

blast from the burning engine then blew the bulkhead and the passive
units avay.
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gure 19 1 May 19¢o
tor opening of the active liquid-
nrcrellant engine after test. Note hovw the opening was enlarged

by the pas venting from this opening as well as the nozzle,
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UNCLASSIVILD



ETITSSVIOND

*189 Jeoqrw JOIBTITUT oAIT ® Butursquoo ouT3us £qdus o] Jo MaTy *O-T-V 9s8]

CO6T L=y IT

6T san3tg

CI~5~7L868-aug




-~

TISISSVION

-

2961 Ley GT

9

B!

L

‘uerje] ser oan3otd STYQ ©JI0J9] POULTI usaq pey sued TTIds

*1599 J99J8 J0j0u queTTedo

oc

JId-PITOS SAT10B JO IOTH

2INITI

*B-g-Y 1597

29=5-5L

’
Lol —QHA




P—

TELIISSVION

To6T LBt 9T

’

*ngoq J9338 SUBO 1TTds puw

Joqou querredoxd-pTTos

T2 2an3dTd

oAT4OB JO MOTA  *0~Z-V 359

29-5~9L868~ U1




*ou

Tdue querredoad-pIrLIT oarssed 9y} Jo pnoJdys orzzou oys uo quied
4T~V 359

Jo 3uTIo9STTq 930N *3S99 J04Je SpTun earssed oy} Jo MOT,)

96T Ao 9T ze aandtg Z9=9=LLO6S-aHd

AT
AR

>
A

3T

.".v:
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Test B-l-a (}CD),

Figure 23

View of arrangement after test.
that the nylon tie-dowm strap is burned avay.
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Test D-l-a (#0D). View of the 3/16" steel bulkhead after test, Thie

Tulkhead was 147 from the nozzle of the active liouid-propellant

engine.
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PHD-89883~€-62 Figure 28

Test B-3~-a, View of arrangement after test.
removed from the passive units by the IRFNA,

12 June 1962

Note paint
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TABLE 2 TEST RESULTS

(thef Zero time is close of firing key for separating
explosive bolt or operating solenoid which initiates spillage
unless otherwise noted.) ' '

Test A-1-a

Magazine Temperatures (two locations)

Time of
Ambient First Rise

>

Above the active unit 77°F 1.5 sec. 2500°F at 7 sec.

Above the passive units 77°F 2.6 sec. . 850°F at 10.0 sec.

Active Liquid-Propellant Engine Temperatures

- At 16.5

First Rise seconds Mayimum
Position 2, 7 No rise was noted. »
Position 3 4.0 sec. 209°F 300°F at 35 sec.
Position 4 4.0 sec. 199°F 330°F at 35 sec.
Position 5 4.6 sec. - 177°F 180°F at 17 sec.
Passive Liquid-Propellant Engine Temperatures
Poéition-Z,_S' No rise waé noted. ,

Position 3 15.0 sec. 79°F 133°F at 50 sec.
Position 4 17.0 sec. 77°F 134°F at 50 sec.
" Position 7 45 sec. 77°F ~ 90°F at 140 sec.

Passive Solid-ProEgllant'Mbtor Temperatufes

Position 2, 7 No rise was noted.

Position 3 5.0 sec. 80°F 100°F at 90 sec.
Warhead

Positions 1, 2, No rise was noted.
3, 4 and 5 '
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TABLE 2 (Continued)

Test A-1-b

Magazine Temperature (above the active unit)

Time of
Ambient First Rise ' Maximum
64°F 1.5 sec. v 2400°F at 5 sec.

Passive Units Temperature

All instrumentation on the passive units was destroyed.

Active Engine Thrust

, Time of .
Maximum Thrust - Decline to Zero
4100 1bs at = 5.0 sec.
2.9 sec.
Time of Vent Opening
3.180 sec.
Test A-l-c’
Magazine Pressure
_ Time'of | _ Time of
First Rise : . . Maximum . Decline to Zero
0.735 sec. 7 psi at 7.40 sec. 20.0 sec.

Magazine Temperature (above the active unit)

Time of .
Ambient First Rise Maximum
59°F 1.0 sec. ' 1830°F at 11.5 sec.
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TABLE 2 (Continued)

Tnitiator Temperature in Empty Engine

Time of

First Rise At 16 sec. Maximum
Position 6 8 sec. 67°F 116°F at 240 sec.

Test A-2-a

Magazine Pressure

Time of : ' Time of
First Rise Maximum Decline of Zero

3.30 sec. 9.1 psi at 10.6 sec. 30.0 sec.

Maggziné Temperatures (two locations)

- Time of .
Ambient First Rise Maximum
Above the active unit . 91°F 3.75 sec. 2500°F at 8.8 sec.
Above the passive units 91°F 4.55 sec. 1900°F at 11.8 sec.

Active Solid-Propellant Engine Temperatures

Time of

First Rise At 18.75 sec. ' - Maximum

—————
Position 1 25 sec. Sl°F 109°F at 220 sec.
Position 3 5.0 sec. 156°F 199°F at 220 sec.
Position 4 5.0 sec. 126°F ' 159°F at 220 sec.
Position 5 8.0 sec. v 119°F 285°F at 40.0 sec.
Position 7 9.0 sec. 91°F 100°F at 220 sec.

Passive Solid-Propellant Motor

30 sec. 91°F 102°F at 150 sec.

Position 1

Position 3 12.0 sec. 103°F 144°F at 150 sec.

Position 4 12.0 sec. 91°F 136°F at 150 sec.

Position 5 - 4.0 sec. . 171°F : 175°F at 25 sec.
7 No rise was noted. '

Position
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TABLE 2 (Continued)

Passive Liquid-Propellant Engine

Time of

"First Rise At 18.75 sec.

Position 1, 7 No rise was noted.

-Position 3 12.0 sec. 110°F
Position &4 12.0 sec. 245°F
10.0 sec. 99°F

Warhead Temperatures

Posifions 1, 2, No rise was noted.
3, 4 and 5

Test A-2-b

(Note:
ignited 3.6 seconds after zero time.)

Magazine Pressure

First Rise

Time of
- Maximum _
0.210 sec. 15.3 psi at 3.76 sec.

Magazine Temperature (two locations)

Time of'

Ambient First Rise

Above the active unit 80°F 1.240 sec.
Above the passive unit 80°F 1.5 sec.

Passive Solid-Propellant Motor Temgeratufes

Time of

First Rise At 16.24 sec.

Position 1 120 sec. 80°F
Position 3 6.6 sec. - 80°F
Position 4 6.6 sec. 122°F
- Position 5 6.6 sec. 104°F
7 240 sec. 80°F

Position

Maximum

123°F at 30 sec.
245°F at 20 sec.
119°F at 21.6 secc.

The active solid-propellant motor was electrically

Time of
Decline to Zero

7.6 sec.

Maximum

2130°F at 4.2 sec.
1880°F at 5.9 sec.

Maximum

at 600 sec.
at 60 sec.
at 480 sec.
at 480 sec.
at 480 sec.

106°F
159°F
152°F
111°F

89°F
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TABLE 2 (Continued)

Passive Liquid~Propellant Engine Temperatures

Time of
First Rise At 16.24 sec. " Maximum
Position 1, 7 No rise was noted.
Position 3 5.1 sec. 169°F 170°F at 14 sec.
Position 4 4.2 sec. 156°F 156°F at 18 sec.
Position 5 .. 3.75 sec. 109°F 204°F at 21 sec.

vwarhead'Témperatures

120 sec.  80°F 89°F at 420 sec.

Position 1

Position 2 420 sec. 80°F 83°F at 480 sec.
Position 3 360 sec. 80°F 84°F at 480 sec.
Position 4 360 sec. - 80°F "85°F at 480 sec.
Position 5 150 sec. 80°F o 96°F at 480 sec.

Time of Vent Opening

3.725 sec.

Test B-l-a (Mod)

7 (Note: Zero time is close of firing key for electrical
ignition.) :

Magazine Pressure

Time of : | ' Time of
First Rise Maximum Decline to Zero
0.060 sec. ~ 17.0 psi at 0.452 sec. ' 2.0 sec.

'~ Magazine Témperature

o Time of v
Ambient - First Rise Maximum
73°F 0.110 sec. ' 2087°F at 2.430 sec.
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TABLE 2 (Continued)

Passive Liquid-Propellant Engine Temperatures

Time of
First Rise At 15 sec. - Maximum

Position 1 No rise was noted.

Position 3 4.0 sec. 120°F 121°F at 15 sec.
Posibdon 4 . 4,0 sec. 122°F 127°F at 10 sec.
Position 7 0.3 sec. 73°F - . 83°F at .600 sec.

-

Passive Solid-Propellant Motor Temperatures

Position 1 0.5 sec. | 73°F 84°F at 360 sec.
Positiod 6 . 0.42 sec. 73°F 83°F at 0.5 sec.

Time of Vent Opening

0.452 sec.

Test B-2-a (Mod)

{(Note: Zero time is close of firing key for electrical
ignition.)

Magazine Pressure

Time of _ Time of
First Rise Maximum } ‘Decline to Zero
0.045 sec. 21.3 psi at 0.600 sec. 3.0 sec.

Magazine Temperature

Time of ) »
Ambient : First Rise : Max{imum
70°F 0.09 sec. 2484°F at 0.981 sec.
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"TABLE 2 (Continued)

Passive Solid-Propellant Motor Temgerétures

l Time of _

First Rise At 17.28 sec. - Maximum
Position 1 4 min. - 79°F 115°F at 25 min. 52 sec.
Position 3 6.0 sec. 164°F 1662°F at 2 min. 56 sec.
Position 4 6.0 sec. 184°F 1650°F at 1 min. 25 sec.
Position 5 8.0 sec. 79°F 1487°F at 2 min.
Position 7 8.0 sec. 79°F 93°F at 25 min. 52 sec.

Warhead Temperatures

Position 1 90 sec. 79°F , 127°F at 20 min.
Position 2, - 90 sec. , 79°F 103°F at 25 min..
Position 3 90 sec. 79°F . 140°F at 10 min.
Position 4 90 sec. - 79°F 134°F at 22 min.

5 90 sec. 79°F 190°F at 22 min.

Position

Test B-3-b

Magazine Pressure

Time of : Time of
First Rise Maximum Decline to Zero
1.1 sec. . : 0.8 psi at 8 sec. 50 sec.

Magazine Temperature

, Time of
Ambient . First Rise Maximum

70°F 1.2 sec. - 2183°F at 8 sec.

Passive Liquid-Propellant Engine Temperatureé

Time of <
First Rise At 17.2 sec. ' Maximum
Position 1 10 min. 70°F 77°F at 13 min. 48 sec.
Position 3 3 sec. 1096°F 1572°F at 24 sec.
Position 4 3 sec. -986°F 1050°F at 10 sec.
Position 5 3 min. 70°F 94°F at 13 min. 30 sec.
7 10 min. 70°F 75°F at 12 min. 48 sec.

Position

8 CONFIDENTIAL ..
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TABLE 2 .(Continued)

Passive Solid-Propellant Motor Temperatures

Position 1
Position 3
Position 4
Position 5
.Positiqp 7

>

Time -of

First Rise

At 17.2 sec.

HPRNDN -

min. 70°F
sec. 787°F
sec. 1050°F
sec. 433°F
min. 70°F

Warhead Temperatures

Position
Position
Position
Position
Position

VS WN -

Test B-3-b~1

Magazine Pressure

40
40
40
40

40

sec. 70°F
sec. : 70°F
sec. 70°F
sec. 70°F
sec. 70°F

Time of
. First Rise

3 sec.

Maximum

. 85°F at
1649°F at
1675°F at
1423°F at

75°F at

99°F at
83°F at
132°F at
109°F at
109°F at

0.6 psi at 10 sec.

Magazine Temperature

Ambient

75°F

Time of
First Rise

1 sec.

Maximum

10 min.
28 sec.
15 sec.
1 min.
4 min.

11 min.
13 min. 30 sec.
5 min.
13 min. 30 sec.
11 min.

Time of

Decline to Zero

80 sec.

Maximum

2045°F at 14.5 sec.
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TABLE 2 .(Continued)
Passive Liquid-Propellant Engine Temperatures

Time of ‘ .

First Rise At 16 sec. Maximum
Position 1 20 sec. 75°F 91°F at 2 min.
Position 2 18 sec. 75°F 87°F at 2 min.
Position 3 5 sec. 157°F 375°F at 1 min. 30 sec.
Position 4 5 sec. 144°F 764°F at 1 min. 21 sec.
Position 5 5 sec. 76°F 109°F at 6 min.
Position 8 7 sec. 77°F 114°F at 37 sec.
Position 9 7 sec. 77°F 146°F at 37 sec.
Passive Solid-Propellant Motor Temperatures
Position 1 3 sec. 83°F '107°F at 2 min. 20 sec.
Position 2 3 sec. 84°F 104°F at 2 min. 20 sec.
Position 3 3 sec. 89°F 199°F at 1 min. 40 sec.
Position 4 3 sec. 96°F 185°F at 1 min. 40 sec.
Position 5 20 sec. 75°F 487°F at 2 min. 20 sec.
Position 5 20 sec, 79°F 176°F at 2 min. 20 sec.
. . (Pyrolock) :
Position 6 30 sec. 75°F 155°F at 2 min.
Warhead Temperatures
Position 1 42 sec, 75°F 92°F at 6 min.
Position 2 42 sec. 75°F 79°F at 6 min.
Position 3 38 sec. 75°F 104°F at 6 min.
Position 4 42 sec. 75°F 100°F at 6 min.
Position 5 42 sec. 75°F. LO5°F at 6 min.
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DLI-31
RMMP-43
RMMP-3
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RMMP-42
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RMMP-24
RM-375

e el al el e et A

Commander

Armed Services Technical Information Agency

Arlington Hall Station

Arlington 12, Vlrglnla _ _
Attn: TIPDR , 10

Commanding General
Aberdeen Proving Ground
Aberdeen, Maryland
Attn: Technical Information Section
Development and Proof Services 2

Commander, Operational Development Force
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Technical Library ' o 1
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